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HUSH ACOUSTIC DUCT LINER PRODUCT LIST 
Effective June 2025

Product Dimensions Thickness R value Thermal
Conductivity

NRC Pieces per
pack

MOQ
(Packs)

PB3525***** 1200mm x 2400mm 25mm 0.6 0.0363 0.6 12 1

PB3525L****** 1530mm x 2400mm 25mm 0.6 0.0363 0.6 12 1

PB3550***** 1200mm x 2400mm 50mm 1.2 0.0407 0.8 6 1

PB3550L***** 1530mm x 2400mm 50mm 1.2 0.0407 0.8 6 1

PB4075 1200mm x 2400mm 75mm 2 0.0374 0.8 5 10

PB35100 1200mm x 2400mm 100mm 2.4 0.0427 - 3 10

PB35100L 1530mm x 2400mm 100mm 2.4 0.0427 - 3 10

* * * * S T O C K E D  I T E M  -  A V A I L A B L E  I M M E D I A T E L Y .  

C U S T O M  S I Z E S  A V A I L A B L E .
C O N T A C T  S A L E S @ T E X T I L E . C O . N Z  –  M O Q S  A P P L Y  F O R  S P E C I A L  S I Z I N G .
7 - D A Y  L E A D  T I M E .  
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Thermal Performance: 
Tested internally to ASTM C518 standards, Hush Acoustic
Duct Liner demonstrates exceptional thermal
performance to meet NZBC.

Product Safety:
Hush Acoustic Duct Liner prioritizes safety with non-toxic,
non-allergenic, and non-irritant properties. Polyester
fibers ensure respiratory safety. Hush Acoustic Duct Liner
offers natural resistance to insects and vermin without
chemical additives.  Additionally, Hush Acoustic Duct
Liner's polyester material is non-corrosive according to
AS/NZS 4859.1 standards. It meets low VOC criteria
outlined in ASTM D5116. With minimal water vapor
sorption and excellent microbial resistance.

Acoustic Performance: 
Effectively reduces noise transfer through ducting and
dampens fan noise, depending on factors like material
absorption and duct design. NRC tests available on
request

Warranty:
Hush Acoustic Duct Liner has a 50-year warranty. The
product warranty is determined on the product being
installed correctly and remains adequately protected. 

Recycling Program: 
Hush Acoustic Duct Liner is 100% recyclable. All offcuts
from the manufacturing and installation process can be
returned to be remanufactured. Uncontaminated Hush
acoustic duct liner may be returned to Textile Products at
end of life to be remanufactured.

Packaging:
Hush Acoustic Duct Liner is distributed in reusable
packaging, this packaging may be returned to the
manufacturer for reuse. Packaging is also recyclable at
end of life. 

Manufacturers certification: 
Textile Products is ISO9001 certified and has achieved
Global GreenTag Level C. 

Fire Rating:
This insulation may not be suitable for all applications, as
outlined in the NZBC. We recommend consulting a fire
engineer when specifying Hush Acoustic Duct Liner.
ISO 9705: 1993
Classification: Group 1-S
Smoke Production Rate: <5.0m2/s
As required by NZBC C/VM2
Product Tested - PB3550

Compliance: 
When installed as per the manufacturer’s instructions, will
satisfy the 50-year durability clause NZBC B2.3.1 (a).
Hush Acoustic Duct Liner meets the relevant clauses of
NZBC C3.4(a) Prevention of Fire, E3 Internal Moisture, F2
Hazardous Building Materials.

Hush Acoustic Duct Liner is engineered for thermal and acoustic insulation in various air conditioning systems, including
rectangular, oval, and round ducting, as well as silencers. Its durable construction suits low and high air-flow volumes. 

TECHNICAL DATA SHEET 
Hush Acoustic Duct Liner 


